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CLAIM AMENDMENTS 

Claims 1-3 (cancelled). 

Claim 4 (currently amended): 

A woodworking machine comprising: 

a base assembly defining a cutting zone: 

operative structure movablv coupled to the base assembly: 

a movable cutting tool mounted on the operative structure and 

configured to cut workpieces in the cutting zone when the operative structure 

is moved toward the cutting zone; 

a motor configured to move the cutting tool; 

a detection system configured to detect one or more dangerous 

conditions between a person and the cutting tool: and 

a reaction system configured to stop the movements of the cutting tool 

and the operative structure in response to the detection of a dangerous 

condition bv the detection system, where the reaction system is coupled to 

the operative structure and configured to selectively engage both the cutting 

tool and the base assembly: where the reaction system includes a first 

braking element configured to engage the cutting tool, and a second braking 

element configured to engage the base assembly: and Tho woodworking 

machino of claim 3, where the first and second braking elements are pivotally 

coupled together. 
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Claim 5 (currently amended). 

The woodworking machine of claim 2 4. where the reaction system 

includes a biasing mechanism configured to urge the first braking element 

into engagement with the cutting tool. 

Claim 6 (currently amended): 

The woodworking machine of claim § 4, where the biasing mechanism 

is configured to urge the second braking clement into engagement with the 

base assembly. 

Claim 7 (currently amended): 

The woodworking machine of claim 5 4, where the first braking 

element is configured to urge the second braking element into engagement 

with the base assembly. 

Claim 8 (currently amended): 

A woodworking machine comprising; 

a base assembly defining a cutting zone: 

operative structure movablv coupled to the base assembly; 

a movable cutting tool mounted on the operative structure and 

configured to cut workoieces in the cutting zone when the operative structure 

is moved toward the cutting zone: 

a motor configured to move the cutting tool: 

a detection system configured to detect one or more dangerous 

conditions between a person and the cutting tool; and 

PageS -     FIRST AMENDMENT 
Serial No. 10/052,274 

PAGE 4118 * RCVD AT 5/3/2004 5:41:06 PIYI [Eastern Daylight Time] * SVR:USPT0-EFXRF«1/2 * DNIS:8729306 * CSID:5036388601 * DURATION (mm-ss):04-54 



05/03/2004    14:36 5036388601 SAWSTOP LLC PAGE 65/18 

a reaction system configured to stop the movements of the cutting tool 

and the operative structure in response to the detection of a dangerous 

condition bv the detection system, where the reaction system is coupled to 

the operative structure and configured to selectively engage both the cutting 

tool and the base assembly: where the reaction system includes a first 

braking element configured to engage the cutting tool, and a second braking 

element configured to engage the base assembly; and The woodworking 

machine of claim 2 r where the reaction system includes a biasing mechanism 

configured to urge the second braking element into engagement with the 

base assembly, and where the first braking element is configured to 

releasably restrain the second braking element against the urging of the 

biasing mechanism. 

Claim 9 (original): 

The woodworking machine of claim 8, where the second braking 

element includes andior structure, and where the first braking element 

includes grappling structure configured to releasably grip the anchor 

structure. 

Claim 10-14 (cancelled). 

Claim 15 (currently amended): 

A miter saw comprising: 

a base assembly: 

a pivot arm assembly movablv coupled to the base assembly; 

a rotatable blade mounted on the pivot arm assembly: 
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a motor configured to drive the blade: 

a detection system configured to detect accidental contact between a 

person and the blade: and 

a reaction system coupled to the pivot arm assembly and configured to 

stop both the movement of the pivot arm assembly and the rotation of the 

blade upon the detection of contact bv the detection system; 

where the reaction system includes a first braking element configured 

to engage and stop the movement of the blade, and a second braking 

element configured to engage the base assembly and stop the movement of 

the pivot arm assembly Tho mitor caw of claim 14, where the first braking 

element is configured to urge the second braking element into engagement 

with the base assembly. 

Claim 16 (original): 

The miter saw of claim 44 15, where the first and second braking 

elements are pivotally coupled together 

Claims 17-20 (cancelled). 
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